
INSTRUCTIONS

GALVANISED STEEL SHELF
4 SHELVES

1. Before installation, carefully read all tips and safety instructions.
2. Remove all packaging and check that all components are included (see component list).
3. Before assembly, check for any damage from transport as Storm Distribution is not liable for damage 

after the product is assembled.
4. Assemble on a clean, flat surface (such as a carpet) to prevent scratches to the paint finish.
5. Assemble the shelves according to the diagram. A = MDF shelves. B = Upright Posts. C = Front / Back 

Beams. D = Side Beams. E = Support beams (placed in the centre of each tier under the shelf). F = 
Connector Clips connect the two halves of the shelf. G = Protective End Caps.
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CAUTION:

This product is covered by a legal implied warranty. Claims must be reported 
immediately upon discovery. The warranty will be void if the buyer or third parties 
interfere with the product. Damages resulting from improper use, incorrect 
installation, inadequate storage, or external factors, including force majeure, are not 
covered by this implied warranty. Read these assembly instructions carefully, as 
they contain important information. To support a warranty claim, the buyer must 
provide proof of purchase by submitting the purchase receipt.

1. Check Guide Alignment. If the guide moves out of position, insert a screwdriver into the notch 
and bend it back in the opposite direction to open it. 

2. Distribute Weight Evenly. Do not concentrate the entire load in one spot. The load must be 
evenly distributed across each shelf to prevent damage to the MDF board. 

3. Avoid High-Humidity Environments. This shelf is unsuitable for rooms with high humidity, as 
moisture will damage the MDF board.

1. Weight Capacity: Do not exceed the maximum load of 100 kg per shelf. 
2. Protective gloves must be worn during assembly to prevent injury from sharp edges. 
3. Secure shelf to the wall using appropriate mounting brackets for improved

safety and stability.

WARRANTY

6. Use a rubber mallet to protect the paint finish. For added gentleness, wrap the mallet in a cloth 
before use.

7. Position the shelves on a level, stable surface to ensure maximum stability and load capacity.
8. Storm Distribution is not responsible for any damage or loss due to improper assembly or 

failure to follow these instructions.
9. To prevent the shelf from tipping over, use wall anchors and screws that are appropriate for 

your wall type and the weight capacity of the shelving unit. Please note that anchors, screws, 
and tools for wall mounting are not included. Take care to avoid damaging any water or 
electrical conduits during installation.

More
Information

SCAN ME

TIPS:

Connect the
upright posts (B)
to the front / back
beams (C) and
side beams (D). 

Insert the
support beams (E)
in the in the centre

of each tier.

Connect the two
halves you have
assembled using

the connector 
clips (F)

Attach the
protective end

caps (G) to
the top & bottom

of the posts.

Slip the MDF
shelves (A)

into position.

STEP 1 STEP 2 STEP 3 STEP 4 STEP 5


